	PART 1 -  GENERAL
	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	2.2 GYPSUM BOARD, GENERAL
	A. Recycled Content of Gypsum Panel Products: Postconsumer recycled content plus one-half of preconsumer recycled content not less than <Insert number> percent.
	B. Regional Materials: Gypsum panel products shall be manufactured within 500 miles (800 km) of Project site.
	C. Regional Materials: Gypsum panel products shall be manufactured within 500 miles (800 km) of Project site from materials that have been extracted, harvested, or recovered, as well as manufactured, within 500 miles (800 km) of Project site.
	D. Size: Provide maximum lengths and widths available that will minimize joints in each area and that correspond with support system indicated.

	2.3 INTERIOR GYPSUM BOARD
	A. Gypsum Board, Type X: ASTM C 1396/C 1396M.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. American Gypsum.
	b. Georgia-Pacific Building Products.
	c. National Gypsum Company.
	d. Temple-Inland Building Products by Georgia-Pacific.

	2. Thickness: 5/8 inch (15.9 mm).
	3. Long Edges:  Tapered.

	B. Flexible Gypsum Board: ASTM C 1396/C 1396M. Manufactured to bend to fit radii and to be more flexible than standard regular-type gypsum board of same thickness.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. American Gypsum.
	b. Georgia-Pacific Building Products.
	c. National Gypsum Company.
	d. Temple-Inland Building Products by Georgia-Pacific.

	2. Thickness: 1/4 inch (6.4 mm).
	3. Long Edges: Tapered.

	C. Gypsum Ceiling Board: ASTM C 1396/C 1396M.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. American Gypsum.
	b. Georgia-Pacific Building Products.
	c. National Gypsum Company.
	d. Temple-Inland Building Products by Georgia-Pacific.

	2. Thickness: 5/8 inch.
	3. Long Edges: Tapered.

	D. Abuse-Resistant Gypsum Board: ASTM C 1629/C 1629M.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. American Gypsum.
	b. Georgia-Pacific Building Products.
	c. National Gypsum Company.
	d. Temple-Inland Building Products by Georgia-Pacific.

	2. Core:  5/8 inch (15.9 mm), Type X.
	3. Surface Abrasion: Meets or exceeds [Level 1] [Level 2] [Level 3] requirements.
	4. Surface Indentation: Meets or exceeds [Level 1] [Level 2] [Level 3] requirements.
	5. Single-Drop Soft-Body Impact: Meets or exceeds [Level 1] [Level 2] [Level 3] requirements.
	6. Long Edges: Tapered.
	7. Mold Resistance: ASTM D 3273, score of 10 as rated according to ASTM D 3274.

	E. Impact-Resistant Gypsum Board: ASTM C 1629/C 1629M.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. American Gypsum.
	b. Georgia-Pacific Building Products.
	c. National Gypsum Company.
	d. Temple-Inland Building Products by Georgia-Pacific.

	2. Core:  5/8 inch (15.9 mm), Type X.
	3. Surface Abrasion: Meets or exceeds [Level 1] [Level 2] [Level 3] requirements.
	4. Surface Indentation: Meets or exceeds [Level 1] [Level 2] [Level 3] requirements.
	5. Single-Drop Soft-Body Impact: Meets or exceeds [Level 1] [Level 2] [Level 3] requirements.
	6. Hard-Body Impact: Meets or exceeds [Level 1] [Level 2] [Level 3] requirements according to test in Annex A1.
	7. Long Edges: Tapered.
	8. Mold Resistance: ASTM D 3273, score of 10 as rated according to ASTM D 3274.

	F. Mold-Resistant Gypsum Board: ASTM C 1396/C 1396M. With moisture- and mold-resistant core and paper surfaces.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. American Gypsum.
	b. Georgia-Pacific Building Products.
	c. National Gypsum Company.
	d. Temple-Inland Building Products by Georgia-Pacific.

	2. Core:  5/8 inch (15.9 mm), Type X.
	3. Long Edges: Tapered.
	4. Mold Resistance: ASTM D 3273, score of 10 as rated according to ASTM D 3274.


	2.4 EXTERIOR GYPSUM BOARD FOR CEILINGS AND SOFFITS
	A. Glass-Mat Gypsum Sheathing Board: ASTM C 1177/C 1177M, with fiberglass mat laminated to both sides and with manufacturer's standard edges.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. CertainTeed Corporation.
	b. Continental Building Products, LLC.
	c. Georgia-Pacific Building Products.
	d. National Gypsum Company.
	e. Temple-Inland Building Products by Georgia-Pacific.
	f. USG Corporation.

	2. Core:  5/8 inch (15.9 mm), Type X.


	2.5 TILE BACKING PANELS
	A. Cementitious Backer Units: ANSI A118.9 and ASTM C 1288 or ASTM C 1325, with manufacturer's standard edges.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. CertainTeed Corporation.
	b. Custom Building Products
	c. James Hardie Building Products, Inc.
	d. National Gypsum Company.
	e. USG Corporation.

	2. Thickness:  [As indicated].
	3. Mold Resistance: ASTM D 3273, score of 10 as rated according to ASTM D 3274.


	2.6 TRIM ACCESSORIES
	A. Interior Trim: ASTM C 1047.
	B. Exterior Trim: ASTM C 1047.
	1. Material:  Hot-dip galvanized-steel sheet, plastic, or rolled zinc.
	2. Shapes:
	a. Cornerbead.
	b. LC-Bead: J-shaped; exposed long flange receives joint compound.
	c. Expansion (Control) Joint: One-piece, rolled zinc with V-shaped slot and removable strip covering slot opening.



	2.7 JOINT TREATMENT MATERIALS
	A. General: Comply with ASTM C 475/C 475M.

	2.8 AUXILIARY MATERIALS
	A. General: Provide auxiliary materials that comply with referenced installation standards and manufacturer's written instructions.


	PART 3 -  EXECUTION
	3.1 EXAMINATION


