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SECTION 08 1113 - HOLLOW METAL DOORS AND FRAMES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes hollow-metal work. 

B. Related Requirements:  

1. Section 087100 "Door Hardware" for door hardware for hollow-metal doors. 

1.3 DEFINITIONS 

A. Minimum Thickness: Minimum thickness of base metal without coatings according to NAAMM-
HMMA 803 or SDI A250.8. 

1.4 COORDINATION 

A. Coordinate anchorage installation for hollow-metal frames. Furnish setting drawings, templates, 
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B. Cold-Rolled Steel Sheet: ASTM A 1008/A 1008M, Commercial Steel (CS), Type B; suitable for 
exposed applications. 

C. Hot-Rolled Steel Sheet: ASTM A 1011/A 1011M, Commercial Steel (CS), Type B; free of scale, 
pitting, or surface defects; pickled and oiled. 

D. Metallic-Coated Steel Sheet: ASTM A 653/A 653M, Commercial Steel (CS), Type B. 

E. Inserts, Bolts, and Fasteners: Hot-dip galvanized according to ASTM A 153/A 153M. 

F. Power-Actuated Fasteners in Concrete: Fastener s
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beyond edge of door on which astragal is mounted or as required to comply with published 
listing of qualified testing agency. 

C. Hollow-Metal Frames: Where frames are fabricated in sections due to shipping or handling 
limitations, provide alignment plates or angles at each joint, fabricated of same thickness metal 
as frames. 

1. Sidelite, Mullions, and Transom Bar Frames: Provide closed tubular members with no 
visible face seams or joints, fabricated from same material as door frame. Fasten members 
at crossings and to jambs by butt welding. 

2. Provide countersunk, flat- or oval-head exposed screws and bolts for exposed fasteners 
unless otherwise indicated. 

3. Grout Guards: Weld guards to frame at back of hardware mortises in frames to be grouted. 
4. Floor Anchors: Weld anchors to bottoms of jambs with at least four spot welds per anchor; 

however, for slip-on drywall frames, provide anchor clips or countersunk holes at bottoms 
of jambs. 

5. Jamb Anchors: Provide number and spacing of anchors as follows: 

a. Masonry Type: Locate anchors not more than 16 inches (406 mm) from top and 
bottom of frame. Space anchors not more than 32 inches (813 mm) o.c., to match 
coursing, and as follows: 

1) Two anchors per jamb up to 60 inches (1524 mm) high. 
2) Three anchors per jamb from 60 to 90 inches (1524 to 2286 mm) high. 
3) Four anchors per jamb from 90 to 120 inches (228
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