
NORTHWESTERN UNIVERSITY 
PROJECT NAME ____________ FOR: ___________ 
JOB # ________ ISSUED: 11/12/2018 

PLASTIC TOILET COMPARTMENTS 10 2113.19 - 1 

SECTION 10 2113.19 - PLASTIC TOILET COMPARTMENTS 

GENERAL 

1.1 RELATED DOCUMENTS 
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2. Each type of hardware and accessory. 

F. Product Schedule: For toilet compartments, prepared by or under the supervision of supplier, 
detailing location and selected colors for toilet compartment material. 

1.4 INFORMATIONAL SUBMITTALS 

A. Product Certificates: For each type of toilet compartment. 

1.5 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For toilet compartments to include in maintenance manuals. 

1.6 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials that match products installed and that are packaged with protective 
covering for storage and identified with labels describing contents and source. 

1. Door Hinges:  <���������	
��> hinge(s) with associated fasteners. 
2. Latch and Keeper:  <���������	
��> latch(es) and keeper(s) with associated fasteners. 
3. Door Bumper:  <���������	
��> bumper(s) with associated fasteners. 
4. Door Pull:  <���������	
��> door pull(s) with associated fasteners. 
5. Fasteners:  <���������	
��> fasteners of each size and type. 

1.7 QUALITY ASSURANCE 

A. Manufacturer Qualifications: A company regularly engaged in manufacture of products specified 
in this section, and whose products have been in sa
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PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Recycled Content of Solid-Plastic Components: Postconsumer recycled content plus one-half of 
preconsumer recycled content not less than 10 percent. 

B. Regulatory Requirements: Comply with applicable provisions in the U.S. Architectural & 
Transportation Barriers Compliance Board's ADA-ABA Accessibility Guidelines for Buildings and 
Facilities and ICC A117.1 for toilet compartments designated as accessible. 

2.2 SOLID-PLASTIC TOILET COMPARTMENTS 

A. Basis of Design:  Subject to compliance with requirements, provide products by the following, or 
equal: 

1. Hiny Hiders Toilet Partitions, Scranton Products, Inc. 

B. Toilet-Enclosure Style:  Floor Mounted Overhead braced. 

C. Urinal-Screen Style:  Wall hung. 

D. Door, Panel, Screen and Pilaster Construction: Solid, high-density polyethylene (HDPE) panel 
material, not less than 1 inch (25 mm) thick, seamless, with eased edges, and with homogenous 
color and pattern throughout thickness of material, waterproof, non-absorbent, and graffiti-
resistant textured surface 

1. Integral Hinges: Configure doors and pilasters to receive continuous stainless steel helix 
hinges. 

E. Pilaster Shoes: Manufacturer's standard design; stainless steel. 

F. Brackets (Fittings): 

1. Full-Height (Continuous) Type: Manufacturer's standard design; stainless steel. 

2.3 HARDWARE AND ACCESSORIES 

A. Hardware and Accessories: Manufacturer's standard operating hardware and accessories. 

1. Material:  Stainless steel. 
2. Hinges: Manufacturer's standard continuous stainless steel helix hinges. 
3. Latch and Keeper: Heavy-duty surface-mounted stainless steel paddle latch unit designed 

for emergency access and with combination rubber-faced door strike and keeper. Provide 
units that comply with regulatory requirements for accessibility at compartments 
designated as accessible. 

4. Coat Hook: Manufacturer's standard combination hook and rubber-tipped bumper, sized to 
prevent in-swinging door from hitting compartment-mounted accessories. 

5. Door Bumper: Manufacturer's standard rubber-tipped bumper at out-swinging doors. 
6. Door Pull: Manufacturer's standard unit at out-swinging doors that complies with regulatory 

requirements for accessibility. Provide units on both sides of doors at compartments 
designated as accessible. 
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B. Overhead Bracing: Manufacturer's standard continuous, extruded-aluminum head rail with 
antigrip profile and in manufacturer's standard finish. 

C. Anchorages and Fasteners: Manufacturer's standar
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a. Pilasters and Panels: 1/2 inch (13 mm). 
b. Panels and Walls: 1 inch (25 mm). 

2. Full-Height (Continuous) Brackets: Secure panels to walls and to pilasters with full-height 
brackets. 

a. Locate bracket fasteners so holes for wall anchors occur in masonry or tile joints. 
b. Align brackets at pilasters with brackets at walls. 

B. Overhead-Braced Units: Secure pilasters to floor and level, plumb, and tighten. Set pilasters with 
anchors penetrating not less than 1-3/4 inches (44 mm) into structural floor unless otherwise 
indicated in manufacturer's written instructions. Secure continuous head rail to each pilaster with 
no fewer than two fasteners. Hang doors to align tops of doors with tops of panels, and adjust so 
tops of doors are parallel with overhead brace when doors are in closed position. 

C. Urinal Screens: Attach with anchoring devices to suit supporting structure. Set units level and 
plumb, rigid, and secured to resist lateral impact. 

3.3 ADJUSTING 

A. Hardware Adjustment: Adjust and lubricate hardware according to hardware manufacturer's 
written instructions for proper operation. Set hinges on in-swinging doors to hold doors open 
approximately 30 degrees from closed position when unlatched. Set hinges on out-swinging doors 
to return doors to fully closed position. 
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